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*Widely applied for 48V operated Telecom Equipments
to protect from over voltage or surge caused by
lightening strikes.

*High discharge capacity due to powerful metal
oxide varistor.

*Integrated thermal controlled indicator device.

*Integrated potential free switching device for
remote alarm signal.

*Device functioning status indicator
(Green : Good, Red : Defected due to lightening strike)

" . *Directly mountable or Din-Rail.
Specifications

Technology Parameter [Metal Oxide Varistor(MOV)]

ITEMS DESCRIPTION
RATED VOLTAGE Un(V~) 48

CONTINUOUS OPERATING VOLTAGE Uc(V~) 75
PROTECTION LEVEL Up(V~)
STANDARD DISCHARGE CURRENT (KA) 20
MAX. CURRENT CAPACITY (KA) 40
RESPONSE TIME (nS) <25
CONNECTION LEAD CUT-AREA (mm?) >10
GROUND WIRE CUT-AREA (mm?) >16
WORKING ENVIRONMENT -40° ~+85°

RELATIVE HUMIDITY <95%(25°C)

FUSE IN SERIES 10A
"IP" PROTECTION IP 20
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NIS40C75D48(-)DC
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*Widely applied for 48V operated Telecom Equipments
to protect from over voltage or surge caused by
lightening strikes.

*High discharge capacity due to powerful metal
oxide varistor.

*Integrated thermal controlled indicator device.

*Integrated potential free switching device for
remote alarm signal.

*Device functioning status indicator
(Green : Good, Red : Defected due to lightening strike)

" . *Directly mountable or Din-Rail.
Specifications

Technology Parameter [Metal Oxide Varistor(MOV)]
ITEMS DESCRIPTION

RATED VOLTAGE Un(V~) 48
CONTINUOUS OPERATING VOLTAGE Us(V~) 75
PROTECTION LEVEL Up(V~)
STANDARD DISCHARGE CURRENT (KA) 20
MAX. CURRENT CAPACITY (KA) 40
RESPONSE TIME (nS) <25
CONNECTION LEAD CUT-AREA (mm?) >10
GROUND WIRE CUT-AREA (mm?) >16
WORKING ENVIRONMENT -40°~+85°

RELATIVE HUMIDITY <95%(25°C)
FUSE IN SERIES 10A
"IP" PROTECTION IP 20
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